


VIl.Operation instruction:

1. Start recording

After setting RC-5 parameters in data management software,
the function of recording has not been started yet, at this time,
press the left button for more than four seconds in the status
display interface, the symbol “P” lights, and then the record-
ing is started. If the symbol “P>” flashes, indicate the data log-
ger is in the status of start time delay.

* After finishing parameters setting in RC-5 temperature
data logger data management software, it will clear up the
recorded historical data. Please read and save data before
parameter setting!

2. Stop recording:

1).The data logger will automatically stop recording when the
recording capacity is full. In the status display interface, the
symbol “B” lights, it means recording stops.

2).If “permit stopping by pressing button” is set, press the right
button for more than four seconds, in the status display interf-
ace, the symbol “B” lights, it means recording stops.

3).1t could stop recording though setting in data management
software. In the status display interface, the symbol “B” lights,
it means recording stops.

*After the data logger stops recording, it could not be sta-
rted again by press the left button. It could only be started
by setting the parameters in RC-5 data management soft-
ware.

3. Switch menu items:

By short pressing left button, display interface will switch in turn.

4. Return to the status display interface
By short pressing right button, it will return to the status display
main interface from current display interface.
5. Alarm status Instruction
During recording, if the measured temperature is higher than
temperature upper limit, in the status display interface, the sy-
mbol “F” lights, indicating upper limit alarm; if the measured
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temperature is lower than temperature upper limit, in the status
display interface,the symbol f

6. Record interval

The record interval could be set in RC-5 data management
software. After setting, it will save the data in the data logger
according to the set record interval. In RC-5 data management
software, when record interval is set, click the setting bar of
record time length, then the software will automatically calcul-
ate the record time length.

7. Record time length

The “record time length “means the total record time when the
memory reaches its full capacity.

8. Clear the recorded data

The recorded data could be cleared through setting the para-
meters in RC-5 data management software.

9. Inner clock and calendar

The clock could be adjusted by RC-5 data management soft-
ware.

10. Sensor failure

When there is a sensor failure or over temperature range, it
could query by two methods as below:

1) When the temperature exceeds temperature range or there
is a break circuit or short circuit, it will display “Err” in the po-
sition of temperature in the status display interface.

2) There will appear an instruction of “Sensor error” in RC-5
data management software.

11. Battery level indication

The battery level could be displayed in RC-5 LCD screen.

Battery level indication Level
‘AW 25%~100%
m 10%~25%
. <10%

“lights,indicating lower limit alarm.

Note: If the battery is in a very low level (<10%), please
replace the battery timely.
12.0ther function:
A.Record time delay: Set “start delay time” in the item of “par-
ameter setting” in RC-5 data management software, then pre-
ss left button for more than 4s in the status display interface,
then the symbol “P>” flashes which indicate in the status of re-
cord time delay, and after started, the symbol “P»” stops flash-
ing.
B.Temperature unit ‘Cor I optional, the default setting is C

C.Serial number and user information could be set by software.

13.RC-5 temperature data logger data management software

It has the data analysis function, and could show the data in
the data label or in data graph. Historical data can be queried,
save, print or exported in the format of Word, Excel, TXT, or
PDF. And the data ma-nagement software has two versions:
Windows version and Mac version. For Windows data manag-
ement software, it supports the system of Windows XP, Wind-
ows 7, and Windows 8; and for Mac data management softw-
are, it supports the system of 0SX10.5.6 or above. For the
details, please refer to Help file of RC-5 data management
software.

14. RC-5 parameter setting items in temperature data logger
data management software:

Note: It is the factory default setting in the brackets. The
factory default state of data logger is without starting. record
interval (15 min); start delay time (0); meter station (1); Button
stop (Disabled); temperature unit (° C); upper temperature
limit (60° C); lower temperature limit (-30° C) ; temperature
calibration (0° C); clock set (current time); set the number
(001); set user information (RC-5).
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Vlli.Battery replacement:

Insert the battery

sideways to the

battery slot below

ﬁotsmve pole, lay
) Tlat.

Positive pole

Figure 9 Figure 10 Figure 11

Replacement steps:

1.Rotate the battery cover counter clockwise to the position as

shown in Figure 9.

2.Put the new battery into the battery slot as shown in
Figure 10.

3.Rotate the battery cover clockwise in the position shown in
Figure 11.

Note: The pole piece in the bottom of the battery slot is nega-

tive.

IX.Accessory list

Standard accessory list

One RC-5 temperature data logger

One operation instruction

Note: The software or user manual could also be downloaded
in our website:

www.e-elitech.com

Optional accessory list
One software installation CD




